





Gravity Conveyor Roller Series Gravity Conveyor Roller Series

1 900 Se”es Light Duty Conveyor Roller 1 1 OO Senes Light/Medium Duty Conveyor Roller

BF BF

BF/L

Spring loaded Internal Thread

1900 1100 Spring loaded Internal Thread Milled Flats
Tube
D t Shaft
* Polymer ball bearing PVC D Shaft Tube
. . - t a
* PVC tube,with good chemical stability ®20 1.1 »6 N * Special semi-precision bearing housing Steel Z/P SS Aluminium
* Very light and smoothly running, ®30 1.8 ®8 \ = Suitable for gravity or gliding conveyor 18 1.0 D6 \
suitable for light duty load 38 20 8 v ®25 1.0 »6/8 \ V
50 25 ©8/10/12 V »38 1.2 12 v Vv
60 3.0 12 v 50 1.5 8/12 v v v
®60 20 ®12 J V V
A Not suitable for carring roller & tensioning position of belt conveyor.
1200 Serles Universal Conveyor Roller 1800 SerIeS Medium/Heavy Duty Conveyor Roller
BF BFIL . BF BF BFIL a
LENE - o5 - Jos - o5 -
. | T | o
. = IS ==-- vE “]: ° EI: ’
Spring loaded Internal Thread Milled Flats Spring loaded Internal Thread Milled Flats
[Ke1V]V]
1200 Tube Tube
D t Shaft D t Shaft
* Design of polymer bearing housing and end cap Steel Z/P SS Aluminium | PVC * Steel bearing housing, precision bearing, Steel Z/P SS Aluminium
* Beautiful, quiet operation ®38 1.2 11hex, ©8/10/12 N v sturdy and durable ®38 12 12 N v
* Max speed up to 120m/min 48.6 1.5 11hex, ®10/12 v v * Many options of diameter, wide range of »38 15 »12 N
* Suitable for belt carrying roller(anti-static version) ®50 15 11hex, ®8/10/12/15/17 il \ \ load capacity ®50 1.5 ®12/15 v \ N
D50 2.0 11hex, ®8/10/12/15 N R L. o d50 2.0 ®12/15 RN
50 25 1Thex, ©8/10/12/15 N * Could apply in conditions of -20~80°C 60 20 12/15/20 N N N
®60 2.0 11hex, ®10/12/15 V V v ®60 3.0 ®15 y
®60 3.0 ®17 V ®76 3.0 ®15/20 \ V V
»76 3.0 ®20 V »76 4.0 ®20 V
®80 3.0 ®20 V ®8o 3.0 ®20 V
Remark: ®50. 60mm rollers can be fitted with PVC sleeve(2mm). D80 4.0 ®20 \
»89 3.0 ®20 y
89 4.0 ®20 v

Remark: ®50~ 60mm rollers can be fitted with PVC sleeve(2mm).
A Not suitable for carring roller & tensioning position of belt conveyor.



Driven Conveyor Roller Series Driven Conveyor Roller Series

Single/Double Grooved

2230/2240 Senes O-Belt Conveyor Roller 2250 Senes Poly-Vee Conveyor Roller

BF/L

BF/L

2230 2250
L
L —
: Spring loaded Internal Thread
Spring loaded Internal Thread * Quiet operation,higher transport efficiency pring
. QV- i i Tube
Tube 9 V-grooves, more options of PJ poly-Vee belt D t Shaft
D t Shaft * Application for middle&high speed,light &middle duty Steel Z/P SS Aluminium
Steel /P -2 48.6 15 11hex, ®10/12/15 N N

P48.6 1.5 11hex, ®10/12/15 N N ®50 15 11hex, ®10/12/15 v v N

®50 15 11hex, ®8/10/12/15 v v Remark: ®50mm rollers can be fitted with PVC sleeve(2mm).
2240 ®60 2.0 11hex, ®10/12/15 N \/

Remark: ®50. 60mm rollers can be fitted with PVC sleeve(2mm).

* Simple structure, groove position customized .
* Quiet operation, Standard anti-static design 2280 Serles Timing Belt Pulley Conveyor Roller

* Application for light & middle duty ’ BFIL

2280

* Compact structure, tension free, simple design.

* T5 tooth profile suitable for roller conveying,

2 260 S . higher universality. £
eries Double Groove O-Belt Pulley Conveyor Roller * Accurate positioning, combine with MDR can - Tube
s . D t Shaft
o match the application of transplant section. Steel Z/P s Aluminium
S * Combine with PU timing belt can match the ®50 ‘ 15 ‘ ®12/15 N J J
application of clean room and other harsh environment. ] )
3 o L . Remark: ®50mm rollers can be fitted with PVC sleeve(2mm).
* Self-lubricating and maintenance-free.
v 221 4/2224 S . Polymer Single/Double
205 eries Sprocket Conveyor Roller
2260 Spring loaded Internal Thread .
Tube
The end dri bilized i b ¢ shaft
e end driven, more stabilized conveying Steel Z/P IS Al L
* Based on 1200 series design, beautiful, quiet operation ®50 15 11hex, ®10/12/15 N N N
* Application for light & middle duty 2214 Single polymer sprocket 2224 Double polymer sprocket
Remark: ®50mm rollers can be fitted with PVC sleeve(2mm).
2214 2224 Tube
D t | Shaft |Sprocket| A | B | C
Steel Z/P | SS | Aluminium| PVC
* Polymer sprocket design, lighter and quieter ®50 | 15| ®12/15| 08B14T | 17 | 22 | 185 N Y
* Self-lubricating with steel chain, completely ®50 | 25| ®12/15| 08B14T | 17 | 22 | 18.5 R
free of maintenance ®60 | 20| ®12/15| 08B14T | 17 | 22 |185 \ N

* Suitable for light, middle duty convey Remark: ®50. 60mm rollers can be fitted with PVC sleeve(2mm).



Driven conveyor roller series

2411/2421 Series

Steel Single/Double Sprocket Roller
With polymer bearing housing

BFIL

2411Single steel sprocket

2421Double steel sprocket

Tube
D t Shaft | Sprocket | A B C
Steel Z/P SS
®50 | 1.5 | ®12/15 | 08B14T 17 | 22 | 185 \ \
i ®50 | 20 |®12/15 | 08B14T | 17 | 22 185 J
®60 | 20 | ®12/15 | 08B14T | 17 | 22 | 185 v v
* Circle welding of Steel Sprocket and tube ®80 | 30 | ®20 10B15T 18 | 26 |13 J

* High intensity,larger transmit torque
* Polymer bearing housing design, beautiful, quiet

2311/2321 Series

Remark: ®50. 60mm rollers can be fitted with PVC sleeve(2mm).

Steel Single/Double Sprocket Roller
With steel bearing housing

2311 Single steel sprocket 2321 Double steel sprocket Flange
Tube
D t Shaft Sprocket | A | B | C
Steel Z/P SS
®50 15 ®12 08B11T 17 | 22 | 185 v N
®50 2.0 ®12 08B11T 17 | 22 | 185 v
®60 2.0 ®12/15 08B14T 17 | 22 | 185 v v
d60 3.0 P15 08B14T 17 | 22 | 185 v
®76 3.0 ®15 08B14T 17 | 22 | 185 v N
2321 ®76 | 30 ®20 10A13T | 20 | 25 | 185 V v
' ) ®76 4.0 ®20 10A13T | 20 | 25 | 185 v
* Circle welding of steel sprocket and tube ®80 3.0 ®20 10B15T 20 | 25 | 185 N
* High intensity, larger transmit torque P89 3.0 20 10B15T 20 | 25 | 185 Y
* Steel bearing housing can be applied in ®89 | 4.0 ®20 10B15T | 20 | 25 | 185 V
the condition of -20~80 C Remark: 50+ 60mm rollers can be fitted with PVC sleeve(2mm).
Flange
Type D Df H Type D Df H
. D60 D120 12 . D80 d150 18
welding welding
»76 D135 16.5 »89 d150 18
locked d76 D138/195 23

Accumulating conveyor roller series

3214/3224 Series

Polymer Single/Double Sprocket

Accumulating Roller

BFIL

$57.07

3214

355

w

3214 Single polymer sprocket

3224 Double polymer sprocket

Tube
D t | Shaft | Sprocket | A | B | C
* Polymer sprocket and accumulating sleeve, Steel Z/P SS PVC
abrasion resistant and self-lubricating ®50 | 1.5 | ®12/15| 08B14T | 17 | 22 185 v v
* Low noise, could switch easily with 2214/2224 series ®50 | 25 | ®12/15 | 08BI4T | 17 | 22 |18.5 \
®60 | 2.0 | ®12/15| 08B14T | 17 | 22 | 185 V J

3211/3221 Series

Steel Single/Double Sprocket

Accumulating Roller

BFIL

K &

35|

3211 3221 w
3211Single steel sprocket 3221Double steel sprocket
) ) Tube
* Size are same as 3214/3224 series D t Shaft | Sprocket | A | B | C
. Steel Z/P SS

« Steel sprocket is more durable
®50 | 15 | ®12/15 | 08B14T | 17 | 22 | 185 v v
®60 | 20 | ®12/15| 08B14T | 17 | 22 | 185 v v

3816/3826 Series

Steel Single/Double Sprocket
Adjustable Accumulating Roller

BFIL

3816

3826

3816 Single steel sprocket

3826 Double steel sprocket

* Special friction slice, well abrasion resistant, Tube
long life time D t Shaft | Sprocket | A | B | C
* Adjustable friction, more accurate and steady 2zl 28 =
convey , wide application »50 1.5 D12 08B11T 17 | 22 | 185 V \
®60 | 20 | ®12/15 | 08B14T | 17 | 22 | 185 N v
®76 3.0 ®20 10A13T 17 1 20 | 25 \ N

A Please pay attention to the driving force, try best to reduce the frictional resistance between goods and guard bar.
Please make a test running on sample machine if user doesn't have a long—term experience.




Curve Conveyor Roller Series

1600

* Beautiful, quiet running, easy to clean
* Modular designed PVC sleeve,short delivery time
* Light weight, excellent performance of start-up

2640

* O-belt drive, grooves position customized
* Quiet running, shockproof and well abrasion resistant
* Light weight, easy start-up

1600 Series

Gravity Tapered Sleeve Roller

Spring loaded

Internal Thread

D t Shaft Taper Length D1 D2

300 d56 D74.9
350 ®52.9 D74.9
400 »56 »81.1
450 ®52.9 »81.1
500 »56 »87.4

d 50 1.5 11hex, ®12/15 550 $529 $87.4
600 D56 ®93.7
650 ®52.9 ®93.7
700 d56 ®100
750 ®52.9 ®100
800 d56 ®106.3
850 ®52.9 ®106.3

Remark: Steel Z/P and SS tubes are available.

2640 Series

Double Grooved
Tapered Sleeve Roller

Spring loaded

Internal Thread

D t Shaft Taper Length D1 D2

300 d56 »74.9
350 ®529 | ®74.9
400 d56 ®81.1
450 ®529 | P81.1
500 d56 ®87.4

d 50 1.5 11hex, ®12/15 550 $529 | 874
600 d56 ®93.7
650 ®52.9 | $93.7
700 d56 ®100
750 ®529 | ®100
800 d56 ®106.3
850 ®529 | P106.3

Remark: Steel Z/P and SS tubes are available.

2660

* O-belt drive, moving the O-belt to the end of the roller
* Light weight, easy start-up
* Suitable for light convey, steady running

2650

* Poly-vee drive,high speed,low noise
* Light weight, easy start-up
* Suitable for light&middle duty convey

2660 Series

Curve Conveyor Roller Series

O-Belt Wheel Tapered Sleeve Roller

Spring loaded

Internal Thread

D t Shaft Taper Length D1 D2

300 P56 D74.9
350 ®529 | 9749
400 D56 D81.1
450 ®52.9 d81.1
500 d56 »87.4

D50 1.5 11hex, ®12/15 550 ®52.9 @874
600 D56 ®93.7
650 ®52.9 | ®93.7
700 D56 D100
750 $52.9 D100
800 »56 ®106.3
850 ®529 | $106.3

Remark: Steel Z/P and SS tubes are available.

2650 Series

Poly-Vee Tapered Sleeve Roller

Spring loaded

Internal Thread

D t Shaft Taper Length D1 D2

300 D56 d74.9
350 ®52.9 D749
400 D56 d81.1
450 ®52.9 d81.1
500 d56 d87.4

d 50 1.5 11hex, ®12/15 250 $52.9 ®87.4
600 d56 $93.7
650 ®52.9 $93.7
700 d56 d100
750 ®52.9 ®100
800 d56 $106.3
850 ®52.9 ®106.3

Remark: Steel Z/P and SS tubes are available.




Curve Conveyor Roller Series Components

2624 Series S Poly-Vee

Poly—vee belt selection according to the roller pitch, please refer to the following chart:

. Types of poly—vee drive belt
Roller pitch(mm) 2 grooves 3 grooves
60~63 2PJ256 3PJ256
2624 73~75 2PJ286 3PJ286
D t Shaft Taper Length D1 D2 76~78 2PJ290 3PJ290
300 ®56 | ©749 87~91 2PJ314 3PJ314
* Polymer sprocket,self-lubricating and maintenance-free 350 529 | ®74.9 97~101 2PJ336 3PJ336
+ Light weight art. 400 ®56 | P81.1 103~107 2PJ346 3PJ346
Ight weight, asy start-up 450 529 | ®81.1 119~121 2PJ376 3PJ376
* Suitable for low-load convey 500 »56 | D874 129~134 2PJ416 3PJ416
®50 s ®12/15 550 ®52.9 | ¢87.4 142~147 2PJ435 3PJ435
600 ®56 | $93.7 157~161 2PJ456 3PJ456
650 ®52.9 | $93.7
700 ®56 | D100
750 ®52.9 | ®100
800 ®56 | D106.3
850 ®529 | ©106.3

Remark: can provide two kinds of tube: Steel Z/P and SS.

1 500 Sel’leS Gravity Steel Tapered Roller

BFIL.

1500

* Steel tube, tight and durable
* Standard 3.6°conical degree, and could be customized

* Suitable for middle convey (Smgrtend) ‘ Shaft ‘ Taper Length ‘ Tube
50 ®12/15 Customized | Steel, Z/P;SS
2521 SerieS Sprocket Steel Tapered Roller

2521

* Steel sprocket and steel tube, tight and durable

(small end)

* Suitable for middle convey bt ‘ Shaft ‘ Taper Length ‘ Tube
* Standard 3.6°conical degree, and could be customized 50 \ d12/15 \ Customized \ Steel, Z/P; SS




Damon Industry&KYOWA DC24V MDR(PULSEROLLER) Series

Light and middle duty application
(Main for Carton&Plastic Box Handing)

BF=W+36

@50

Dia: P50mm(P48.6,d57 and P60.5 are available)

® Higer torque , able to handle up to 500kg (double
sprocket drive) goods per zone.

® Wide speed, range up to 2-30m/min with ®50.

® Easier control, multiple types of drive cards to meet the
intelligent performance.

ECO-mode BOOST-mode
Speed Gearbox Speed Torque (N-M) Tangential force(N) Speed Torque(N-M) Tangential force(N)
Code . .
(m/min) . . (m/min) . .
Rated Starting | Rated Starting Rated | Starting Rated Starting
15 20 - 203 297 16.39 118.8 655.7 20 - 147 5.40 21.37 216.0 855.0
20 3stage 27 - 277 217 12.00 86.9 480.0 27 - 200 3.95 15.64 158.1 625.8
25 34 - 338 1.78 9.83 71.2 3934 34 - 244 3.24 12.82 129.6 513.0
35 49 - 499 1.20 6.66 48.3 266.6 49 - 36.1 2.19 8.69 87.8 347.7
45 2stage 6.0 - 60.8 0.99 5.46 39.6 218.5 6.0 - 440 1.80 7.12 72.0 285.0
60 8.2 - 83.1 0.72 4.00 28.9 160.0 8.2 - 60.1 1.31 5.21 52.7 208.6
75 10.1 - 1014 0.59 3.27 23.7 131.1 10.1 - 733 1.08 4.27 43.2 171.0
95 13.3 - 1338 0.44 248 17.9 99.3 133 - 96.8 0.81 3.23 32.7 129.5
125 Istage 18.1 - 182.5 0.33 1.82 13.2 72.8 18.1 - 131.9 0.60 2.37 24.0 95.0
175 24.7 - 2493 0.24 1.33 9.6 533 24.7 - 1803 043 1.73 17.5 69.5
215 30.2 - 3041 0.19 1.09 7.9 437 30.2 - 2195 0.36 142 14.4 57.0

Remark: ECO-Mode: the rated current is 2.5A, the starting current is 3.0A. BOOST-Mode:the rated current is 3.5A, the starting current is 5.0A«

Dia: ®50mm(P48.6,d57 and D60.5 are available)

Heavy duty application
(Main for Pallet Handing)

BF=W+80

® Space saving, simply design , easy to install.

® High torque, handle the wooden pallet up to 1400kg(®60.5)

® Integrated sofe start/stop and speed control to ensure
stable running.

Dia: ®76.3mm
BOOST-8 mode
Torque(N - M) Tangential force(N) Current(A)
Speed Code Speed (m/min)
Rated Starting Rated Starting Rated Starting

8 1.5-11.0 10.9 49.3 287.2 1292.7

10 2.1-15.0 8.0 36.1 210.6 948.0 35 8.0
15 3.1-22.4 54 24.3 1415 636.9 ’ ’

20 4.2-30.6 3.9 17.7 103.6 466.2

Remark: Equipped with EZ-24HTB drive card.(®60.5 are available)

Drive Card
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Damon Industry&KYOWA DC24V MDR(PULSEROLLER) Series

EQUBE EQUBE‘P Drive Card(PNP type)

Run/Stop, CW/CCW

Dip Switch and Remote adjust speed

Set Acceleration/Deceleration

Small volume, Space-saving, Dynamic braking

Over-Current, Over-Heat protect

é} NPN drive card: EQube-N is optional.

Eg EZQUBE-P orive cardipnp type)

Have main functions of EQUBE-P drive card

Dip switch. remote adjust speed and 0~10V analog voltage speed regulation
Support Eco & Boost operating mode

Speed feedback

Three electronic braking modes

¢¢ NPN drive card:EQUBE-N is optional.

(444
Egll EZ'24 HTB Drive Card(Pallrt type)

Drinving Pallet Motor Roller

Dip switch and 0~10V analog viltage speed regulation
NPN/PNP input signal detection actomatically

Speed feedback

Sensor power interface

Qo

CONVEYLINX ConveyLlnX Drive Card

Support PROFINET, ETHERNET IP, MODBUS TCRCC-LINK
Drive two MDRS

Look Ahead,Flex zone recognition

Automatic Data Tacking,Jam Auto-clear

Data back up&restore

Status monitoring

gﬁ ConveyLinX HTF is equipped with Pallet Handing MDR.



